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meet the requirements of paragraph VIII.A.1 
of this appendix. 

B.1. The NRC shall ensure that the re-
quired inspections, tests, and analyses in the 
ITAAC are performed. The NRC shall verify 
that the inspections, tests, and analyses ref-
erenced by the licensee have been success-
fully completed and, based solely thereon, 
find that the prescribed acceptance criteria 
have been met. At appropriate intervals dur-
ing construction, the NRC shall publish no-
tices of the successful completion of ITAAC 
in the FEDERAL REGISTER. 

2. In accordance with 10 CFR 52.103(g), the 
Commission shall find that the acceptance 
criteria in the ITAAC for the license are met 
before fuel load. 

3. After the Commission has made the find-
ing required by 10 CFR 52.103(g), the ITAAC 
do not, by virtue of their inclusion within 
the DCD, constitute regulatory requirements 
either for licensees or for renewal of the li-
cense; except for specific ITAAC, which are 
the subject of a § 52.103(a) hearing, their expi-
ration will occur upon final Commission ac-
tion in such a proceeding. However, subse-
quent modifications must comply with the 
Tier 1 and Tier 2 design descriptions in the 
plant-specific DCD unless the licensee has 
complied with the applicable requirements of 
10 CFR 52.98 and Section VIII of this appen-
dix. 

X. RECORDS AND REPORTING 

A. Records 
1. The applicant for this appendix shall 

maintain a copy of the generic DCD that in-
cludes all generic changes it makes to Tier 1 
and Tier 2, and the generic TS and other 
operational requirements. The applicant 
shall maintain sensitive unclassified non- 
safeguards information (including propri-
etary information) and safeguards informa-
tion referenced in the generic DCD for the 
period that this appendix may be referenced, 
as specified in Section VII of this appendix. 

2. An applicant or licensee who references 
this appendix shall maintain the plant-spe-
cific DCD to accurately reflect both generic 
changes to the generic DCD and plant-spe-
cific departures made under Section VIII of 
this appendix throughout the period of appli-
cation and for the term of the license (in-
cluding any period of renewal). 

3. An applicant or licensee who references 
this appendix shall prepare and maintain 
written evaluations which provide the bases 
for the determinations required by Section 
VIII of this appendix. These evaluations 
must be retained throughout the period of 
application and for the term of the license 
(including any period of renewal). 

4.a. The applicant for the AP1000 design 
shall maintain a copy of the AIA performed 
to comply with the requirements of 10 CFR 
50.150(a) for the term of the certification (in-
cluding any period of renewal). 

b. An applicant or licensee who references 
this appendix shall maintain a copy of the 
AIA performed to comply with the require-
ments of 10 CFR 50.150(a) throughout the 
pendency of the application and for the term 
of the license (including any period of re-
newal). 

B. Reporting 
1. An applicant or licensee who references 

this appendix shall submit a report to the 
NRC containing a brief description of any 
plant-specific departures from the DCD, in-
cluding a summary of the evaluation of each. 
This report must be filed in accordance with 
the filing requirements applicable to reports 
in 10 CFR 52.3. 

2. An applicant or licensee who references 
this appendix shall submit updates to its 
DCD, which reflect the generic changes to 
and plant-specific departures from the ge-
neric DCD made under Section VIII of this 
appendix. These updates must be filed under 
the filing requirements applicable to final 
safety analysis report updates in 10 CFR 52.3 
and 50.71(e). 

3. The reports and updates required by 
paragraphs X.B.1 and X.B.2 must be sub-
mitted as follows: 

a. On the date that an application for a li-
cense referencing this appendix is submitted, 
the application must include the report and 
any updates to the generic DCD. 

b. During the interval from the date of ap-
plication for a license to the date the Com-
mission makes its findings required by 10 
CFR 52.103(g), the report must be submitted 
semi-annually. Updates to the plant-specific 
DCD must be submitted annually and may be 
submitted along with amendments to the ap-
plication. 

c. After the Commission makes the finding 
required by 10 CFR 52.103(g), the reports and 
updates to the plant-specific DCD must be 
submitted, along with updates to the site- 
specific portion of the final safety analysis 
report for the facility, at the intervals re-
quired by 10 CFR 50.59(d)(2) and 50.71(e)(4), re-
spectively, or at shorter intervals as speci-
fied in the license. 

[72 FR 49517, Aug. 28, 2007, as amended at 76 
FR 82102, Dec. 30, 2011] 

APPENDIXES E–M TO PART 52 
[RESERVED] 

APPENDIX N TO PART 52—STANDARDIZA-
TION OF NUCLEAR POWER PLANT DE-
SIGNS: COMBINED LICENSES TO CON-
STRUCT AND OPERATE NUCLEAR 
POWER REACTORS OF IDENTICAL DE-
SIGN AT MULTIPLE SITES 

The Commission’s regulations in part 2 of 
this chapter specifically provide for the hold-
ing of hearings on particular issues sepa-
rately from other issues involved in hearings 
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